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PRECISION BORESCOPES

ve lights are p rful and

portable. Battery power gives
go anywhere convenience.

10X
BRIGHTER

Hawkeye SuperNOVA

The Hawkeye SuperNOVA Light comes with all
Hawkeye Pro borescope kits, rigid and flexible,
Itis bright enough for all but the largest
and darkest cavities, It shows detail
you would miss with a less
powerful light.

Charger
(Included) |

Mini-Maglite®
The Hawkeye Mini-Maglite comes with Hawkeye
Classic borescope kits. It gives plenty of light for

shorter working distances and reflective surfaces.

Luxxor™ Light Sources

Any Hawkeye or Luxxor Light Source
~_L‘an be used wrl:h any Hawkeye or Hawkeye

Hawkye & Luxxor Light Sources Made in USA

Product Mini-Maglite™ Hawkeye SuperNOVA  Luxxor 24 Lustxor 50
Relative Intensity X 10X 30X 60X

Power Source AL Alkaline Rechargeable Li-lon 110V - 220V 10V - 220V
Run Time (continuous) 1hr. 1hr. Indefinite Indefinite
Expected Lamp Life 2 hrs. (approx. | 25 hrs. 500 hrs. 2500 hrs.
Weight 50z.(142g) 13.5 0z. (380 g) 231bs.{1.0kg) 5.31bs.(24kg)
Model # MMAA SuperNOVA LXX24 LXX50

Price {includes adapter)

Luxxor Light Guide, Model # LXXLG —

The Luxxor Lights use super-bright and efficient metal-halide
arc lamps. The Luwxxor 24 and 50 Lights require the Luxxor fiber-
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Luxxor 24 Light

The Luxxor 24 Light has

a 24-watt metal-halide arc
lamp, for very high bright-
ness. Itis 60% brighter than
a typical 150-watt halogen
light. Use it for dark, deep
subjects and video or digital photography.
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Luxxor 50 Light

To photograph very large, dark cavities like the combustion
chambers of urbine engines, marine diesel cylinders, or
tanks, the Luxxor 50 Light is incredibly powerful, Its 50-watt
metal-halide arc lamp is twice as bright as the Luxxor 24 lamp.

Luxxor Light Guide

Connects to all Luxxor light sources
and Hawkeye Borescopes

The high quality, 7 ft. long
Luxxor Light Guide can be
used with any Hawkeye or
Hawkeye Blue borescope
and is required for all Luxxor
light sources. Light is transmit-
ted through glass fiber optics which are

surrounded by a pratective stainless steel coil.

High light coupling efficiency is assured with its 0,16
(4 mm) diameter active area.
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