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VETERINARY HIGH INTENSITY FULLY PORTABLE 

LIGHT SOURCE KIT 
The ideal solution where mains power is not available. 

Suitable for the VET  when used with either flexible or rigid 
endoscopes���
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SPECIFICATION 

BATTERY CHARGER 
Current 4A three stage 
Power Supply Input: 100-240V AC, 50/60Hz, 1.8A 
 Output: 13.2V DC @4A 
 
LIGHT SOURCE 
Lamp Solarc lamp, 60 volts: 24 watt 
Colour Temperature 5500K 
Lamp life 500 hours 
Light intensity control Manual shutter 
 
Dimensions 114mm x 84mm x 84mm 
Weight 340 grams 
  
Operating temperature 0-38ºC 
Humidity 0-95% rh 
 
Storage temperature -23ºC-60ºC 
Humidity 0-75%rh 
Mode of operation Continuous 
 
BATTERY PACK 
Battery type 12 V DC 6.5 amp Li Ion, housed in fire retardant ABS 
Battery run time 3 hours 
Re-charge time 6 hours 
Weight 900g 
 
AIR PUMP 
SensorTechnics 
Part No. H037A-11 
Model No.B.1F25E1.B12VDC 
Description: BTC diaphragm pump, brush motor. 
Pump Pressure: (PSIG) 20.00’   

Kit supplied complete with the following accessories: 

Charger, (battery pack, LB24 light source, air pump,)*  water bottle holder & canvas 
waist belt. 
*  These items housed in ABS housing, can be free standing and mains operated 

Also available as free standing unit 
with shoulder straps and water bot-
tle holder  


